
OHIO WING AIRCRAFT MAINTENANCE / DATA SUMMARY
N

Date: Date /Tach Time Last  50-Hour  Insp/Oi l  Change:

Tail  #: Date /Tach Time @ Last  100-Hour Inspect ion:

Make/Model /Year: Date /Tach Time @ Last  Annual  Inspect ion:

Serial  #:

Tach:

T a c h  N e x t  5 0  h o u r  I n s p e c t i o n  /  O i l  C h a n g e :

T a c h  N e x t  1 0 0 - H o u r  I n s p e c t i o n :

D a t e  N e x t  A n n u a l  I n s p e c t i o n :

C o m p l i a n c e  L i s t i n g  C u r r e n t  U n t i l :

D a t e  N e x t  A l t i m e t e r  S y s t e m  C e r t i f i c a t i o n

D a t e  N e x t  P i t o t / S t a t i c  S y s t e m  C e r t i f i c a t i o n :

D a t e  N e x t  T r a n s p o n d e r  C e r t i f i c a t i o n :

E L T  B a t t e r y  E x p i r a t i o n  D a t e :

A irframe Total Time:

Engine Total Time:

Engine Time Since Major  O/H:

Propeller Total Time:

Propeller Time Since Major Overhaul:  

G r o s s  W e i g h t  C a p a c i t y : U s e f u l  L o a d  ( l b s ) :

B a s i c  E m p t y  W e i g h t : U s a b l e  F u e l  C a p  ( U S  G a l s
( In c lu d e s  U n - u s a b le  F u e l  &  F u l l  O i l )

M o m e n t : M a x  P a y l o a d  w / F u l l  F u e l :

C . G  :

NOTE: Pilots, prior to flying, are responsible for:
1. Checking for OVERDUE Maintenance IAW CAPR 66-1
2. Determining whether the flight time will create an OVERDUE condition IAW 66-1.
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